
 

 

 

  

DIMENSIONS 
 

SPIDER SP8040-SS 

E    TRANSPORT HEIGHT 3890 MM 

F    HITCH WIDTH 905 MM 

G    DISTANCE LIFT PIN – LINK PIN 550-730 MM 

H    FRAME CLEARANCE 400 MM 

 

A    LENGTH 2085 MM 

B    WIDTH 8026 MM 

C    HEIGHT 3776 MM 

D    TRANSPORT WIDTH 2995 MM 
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MACHINE INFORMATION 
 

SPIDER SP8040-SS 

NUMBER OF ELEMENTS 20 

SUSPENSION ELEMENTS TORSION SPRING 

NUMBER OF COULTER DISCS 40 

DIAMETER COULTER DISC Ø 350 MM 

ROW DISTANCE 20 CM 

VALVES PNEUMATIC 

SECTION VALVES YES 

NUMBER OF SECTIONS MAX. 7 

 

TYPE SP8040-SS 

WORKING WIDTH 8.0 MTR 

WEIGHT 2.350 KG 

FRAME 3 PARTS FOLDABLE 

HITCH 3 + 4 PUNTS CAT III 

DISTRIBUTOR EXA-CUT 40/51 

HOSE DIAMETER Ø 51 MM 

  

 

 

OPTIONS 
 

WERKDIEPTE 

LED WORK LIGHTS       AUTOMATIC LUBRICATION                   SUPPORT WHEELS 


